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JST B04B-PASK
PIN Description
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JST B08B-PASK
PIN Description

1 X0

2 X1

3 X2

4 X3

5 XCOM

6 Y0

7 Y1

8 YCOM

WEIGHT              重量  0.8Kg

ROTOR INERTIA       转子转动惯量 96g.cm
2

INSULATION RESIST   绝缘电阻  100MOhm @500VDC

DIELECTRIC STRENG   介电强度  1000VAC 1SEC

INSULATION CLASS    绝缘等级  B 130�$�C

TORQUE CONSTANT     转矩常数  0.0355 N.m/A

BACK EMF CONSTANT   反电势常数 2.62�#�10% Vrms/kRPM

PEAK CURRENT        峰值电流  21 A

PEAK TORQUE         峰值转矩  0.75 N.m

RATED CURRENT       额定电流  7 A

RATED SPEED         额定转速  4000�#�10% RPM

RATED TORQUE        额定转矩  0.25 N.m

NO LOAD CURRENT     空载电流  0.6 A

NO LOAD SPEED       空载转速  6500�#�10% RPM

NOMINAL VOLTAGE     额定电压  24 VDC

LINE TO LINE INDUCTANCE 线电感  0.45�#�20% mH@1kHz

LINE TO LINE RESISTANCE 线电阻  0.28�#�10% ohms@20�$�C

NUMBER OF POLES     极数  8

NUMBER OF PHASE     绕组相数  3

WEIGHT              重量  0.45 Kg

ROTOR INERTIA       转子转动惯量 48 g.cm
2

INSULATION RESIST   绝缘电阻 100MOhm @500VDC

DIELECTRIC STRENG   介电强度 650VAC 1SEC

INSULATION CLASS    绝缘等级 B 130 C

TORQUE CONSTANT     转矩常数 0.0355 N.m/A

BACK EMF CONSTANT   反电势常数 2.71�#�10% Vrms/kRPM

PEAK CURRENT        峰值电流 10.8 A

PEAK TORQUE         峰值转矩 0.38 mN.m

RATED CURRENT       额定电流 3.6 A

RATED SPEED         额定转速 4000 RPM

RATED TORQUE        额定转矩 0.125 N.m

NO LOAD CURRENT     空载电流 0.5 A

NO LOAD SPEED       空载转速 6000�#�10% RPM

NOMINAL VOLTAGE     额定电压 24 VDC

LINE TO LINE INDUCTANCE  线电感 1.2�#�20% mH@1kHz

LINE TO LINE RESISTANCE  线电阻 0.8�#�10% ohms@20�$�C

NUMBER OF POLES     极数  8

NUMBER OF PHASE     绕组相数 3

DB301V-3.5-2P-GN-S
PIN Description

1 VIN

2 GND

后出轴粘接编码器磁钢
高度与隔热板的高度齐平即可

CCW COMMUTATION 
VIEWED FROM OUTPUT SHAFT

7 +Vp---DC POWER INPUT +24VDC 直流电源输入端+24V
6 GND---COMMON GROUND OF SYSTEM 系统公共接地端
5 GND---COMMON GROUND OF SYSTEM 系统公共接地端
4 PG---SPEED PULSE OUTPUT(TTL),24 PULSE/REV 速度脉冲输出(TTL),24脉冲/转
3 SV---SPEED VOLTAGE 0~5VDC 调速电压:0~5VDC,5V时达到最高转速
2 F/R---ROTATING DIRECTION,  Hi=CW  转向调节端,接高电平(+5V)时为顺时针
1 +5V---+5V VOLTAGE OUTPUT +5V 电压输出端

CONNECTING INDICATING
        连接说明
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THREE-PHASE CONNECTING
   DELTA CONNECTION

U 

V

W 

\HU\

\HV\

\HW\

Fa
Fr

SPRING WASHER

BEARING
a

PERMISSIBLE RADIAL+AXIAL FORCE

REV ECN NO.DESCRIPTION DRN APP'D DATE

装驱动器前自家测试接线
Wires for Phases UL1430 AWG20

PHASE U PHASE V PHASE W
YEL RED BLK

Wires for Hall UL3265 AWG28
HALL Vcc Hu Hv Hw HALL Gnd

RED BLU GRN WHT BLK

STORAGE AMBIENT     存储环境Ambient temperature:-20...+85 C,humidity Max.85%(No condensation)

OPERATION AMBIENT   使用环境Ambient temperature:-20...+50�$�C,humidity Max.85%(No condensation)

WEIGHT              重量  0.32 Kg

ROTOR INERTIA       转子转动惯量 24 g.cm
2

INSULATION RESIST   绝缘电阻 100MOhm @500VDC

DIELECTRIC STRENG   介电强度 650VAC 1SEC

INSULATION CLASS    绝缘等级 B 130�$�C

TORQUE CONSTANT     转矩常数 0.036 N.m/A

BACK EMF CONSTANT   反电势常数 2.69�#�10% Vrms/kRPM

PEAK CURRENT        峰值电流 5.4 A

PEAK TORQUE         峰值转矩 0.19 N.m

RATED CURRENT       额定电流 1.8 A

RATED SPEED         额定转速 4000 RPM

RATED TORQUE        额定转矩 0.0625 N.m

NO LOAD CURRENT     空载电流 0.5 A

NO LOAD SPEED       空载转速 6500�#�10% RPM

NOMINAL VOLTAGE     额定电压 24 VDC

LINE TO LINE INDUCTANCE  线电感 2.1�#�20% mH@1kHz

LINE TO LINE RESISTANCE  线电阻 1.5�#�10% ohms@20�$�C

NUMBER OF POLES     极数  8

NUMBER OF PHASE     绕组相数 3

SHAFT  AXIAL PLAY   轴向间隙 0.08mm Max.@4.5N

SHAFT RADIAL PLAY   径向间隙 0.02mm Max.@4.5N

RADIAL-FORCE        径向压力 Fr=28 N Max

DISTANCE            距离  a=20 mm

AXIAL-FORCE         轴向压力 Fa=10 N Max
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iBLD42NR-40-H-T
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TITLE
Specifications

PN号 名称 数量单位 备注
2.2.02.ST42-5357 定子 1 iBLD42NR-40-H-T

1.1.04.EB422-806 后端盖 1 iBLD42NR-100-001

1.2.19.HA42-794 HALL组件 1 iBLD42NR-100-001

1.2.05.125026 十字槽盘头螺钉 3 M2*5黑

1.2.04.062503 轴承 2

2.3.02.RT42-5506 转子 1 iBLD42NR-60-H-T

1.1.02.EB421-797 前端盖 1 iBLD42NR-100-001

1.2.06.116001 调整垫片 1 D16*0.2

1.2.06.WS42-000 波形垫圈 1 D16*0.3

1.1.13.PL424-501 纸圈 2

1.1.13.110026 绝缘板 1

1.3.01.100034 高温油脂 0.002 kg HP-R

1.1.22.QT-008 环保泡沫盒 0.200 pcs 39、42STH

1.1.20.057001 57两层泡沫纸箱 0.067 pcs 388*242*180

1.1.22.QT-007 环保泡沫盒盖板(薄)0.067 pcs 小步进

1.1.31.PL424-547 隔热板 1

1.2.05.125049 十字槽沉头螺钉 2 M2.5*6白锌

1.1.06.EB423-586 后罩壳 1

2.5.02.IER3-023 控制板组件 1 iBLD42NR

1.3.04.001219 高导热硅胶片 1 SZ600GP

1.2.05.250053 十字槽盘头螺钉GB818-852 M2.5*5白锌

1.2.16.001227 导光柱 2

2.5.06.MG42-561 编码器磁钢组件 1

1.2.05.QT-190 十字槽沉头螺钉GB819-852 M3*33(0~+0.6) 黑

1.2.05.130075十字槽盘头螺钉 GB818-852 M3*48(0~+0.5)黑

1.2.05.000469 尼龙支撑柱 2 φ5*φ3.2*L3.5
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